LUMITHREE

LM-1120 Lit Mirror

Product Specifications

FEATURES

* Frosted area with fingerprint-free technology
* Special anti-corrosion Mirror treatment
 Suitable for Damp Location

* 5mm Environmental Copper free silver Mirror
 Easy installation

AVAILABLE OPTIONS

» Defogger
* Dimming 0-10V
» Power Plug

* See “Options” page for more information.

LIGHTING SPECIFICATIONS

» Easy replaceable LEDs
« CCT: 3000 | 4000| 6000

* 427 Lumens per foot*
* Higher Lumen per foot available

* CRI: 80 +
» LED Life: Average 90,000 hrs.
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INSTALLATION
Special anti-corrosion
mirror treatment

Horizontal Vertical 5mm Environmental
copper free silver mirror
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LUMITHREE LM-1120 Lit Mirror

Product Specifications

ORDERING CODE

Product ID Dimensions Voltage Diffuser Installation Mounting Options
LM-1120A-LED 24 - 6"W x 24"H 120 - 120V 30 - 3000k  FR -Frosted HR - Horizontal ~ CM - Cleats Mounting®*  DF - Defogger
LM-1120B-LED 36 - 6"W x 36"H 277 - 277V 40 - 4000k  IF -Ice Frost VT - Vertical KM - Keyhole Mounting** DM - Dimming 0-10V
LM-1120C-LED 48 - 6"W x 48"H 60 - 6000k C- Custom* * Frame White Powdercoated PP - Power Plug
LM-1120D-LED 60 - 6"W x 60"H *Consult factory m ** Frame Satin Aluminum

LM-1120E-LED C - Custom

LM-1120F-LED HR VT

LIGHTING SPECIFICATIONS

Standard Product: Hardwired

Dimensions Wattage Lumen Output CRI

6"W x 24"H x 2"D 7 Watt 713 Total Lumen Output 80+ CRI
6"Wx 36"H x 2"D 11 Watt 1140 Total Lumen Output 80+ CRI
6"W x 48"H x 2"D 16 Watt 1567 Total Lumen Output 80+ CRI
6"Wx 60"H x 2"D 20 Watt 1994 Total Lumen Output 80+ CRI
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* Not to Scale. Frosted area and border width may change depending on Mirror dimensions.
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LM-1120 Lit Mirror

Product Specifications

LUMITHREE

MOUNTING

KM - Keyhole Mounting

CM - Cleat Mounting

Height (H)
Height (H)
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Detail Keyhole
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Back View Mirror

Mirror Dimensions

Front View Frame
Mounting Dimensions

Back View Mirror

Mirror Dimensions

Mounting Dimensions

6"W x 24"H x 2"D W=3" H=17.70" 6"W x 24"H x 2"D Template will be provided
6"Wx 36"H x 2"D W=23" H=2970" 6"W x 36"H x 2"D Template will be provided
6"W x 48"H x 2"D W=3" H=4170" 6"W x 48"H x 2"D Template will be provided
6"W x 60"H x 2"D W=3"  H=5370" 6"W x 60"H x 2"D Template will be provided

DIFFUSER

FROSTED ICE FROST

Frosted area with fingerprint-free technology
Special anti-corrosion mirror treatment
5mm Environmental copper free silver mirror
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LUMITHREE LM-1120 Lit Mirror

Product Specifications | Options

DF - Defogger

Electrical defogger heated pad system will help you to clear
the mirror from bathroom steam.

DM - Dimming

DIMMABLE 0-10V dimming available on all our mirrors.

PP - Power Plug

Power Plug available on all Mirrors, and can be located in any desired location.
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