LUMITHREE TUNE LED

Product Specifications

TUNE - - - - - -

Product ID Dimension Voltage Mounting Outside Finish  Option

TUNE - Tune LED 24 - 23,50" Dia 120 - 120V 27 - 2700k AC -Aircraft cable (36" std) MW - Matt White D - 0-10V Dimmable
36 - 3550"Dia 277 - 277V 30 - 3000k MB - Matt Black
48 - 47.25" Dia UN - Universal 40 - 4000k SL - Silver
60 - 59.12" Dia 50 - 5000k C - Custom

* Leave blank if the acoustic felt is not required.

Acoustic Material * (see page 2)

AC001 AC005 ACO009 ACO014 ACO19 AC024 ACO031 ACO036 ACO042
AC002 AC006 ACO11 ACO016 AC020 AC025 ACO033 AC038 AC043
AC003 ACO007 ACO012 ACO017 AC021 AC028 ACO034 AC039 AC044
AC004 AC008 ACO13 ACO018 AC022 AC029 ACO035 ACO040

LIGHTING SPECIFICATIONS

23.50" Diameter x 1.31" H 32 Watt - 2440 Total Lumen
35.50" Diameter x 1.31" H 40 Watt - 2800 Total Lumen
47.25" Diameter x 1.31" H 70 Watt - 4900 Total Lumen
59.12" Diameter x 1.31" H 80 Watt - 5600 Total Lumen

APPROVED BY: SIGNATURE:
File: TUNE - SPEC Date: 14 December 2020 Page: 1/2
LUMITHREE | WWWLUMITHREE.COM | 1.800.455.5316 | 514.334.2045 | 514.334.1355
Lumithree Inc. reserves the right to change or modify product specifications without notice. 7 =



LUMITHREE TUNE LED

Product Specifications

ACOUSTIC MATERIAL

/7 CEILING LINE
Y ———

POWER CORD 10" CANOPY

4 X ADJUSTABLE AIRCRAFT CABLE —

FELT: HIGH DENSITY 9mm POLYESTER FELT
ACOUSTIC: MATERIAL RATED AT .80 RNC
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* Not to Scale.
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